
REPLACEMENT OF A 15" DRAIN FROM ROWE ST. to WEBSTER ST.

THIS WORKSHEET IS PROVIDED AS A COURTESY. THE CONTRACTOR IS RESPONSIBLE FOR CORRELATING THE INFORMATION SHOWN HERE WITH THE CONTRACT DOCUMENTS.

ITEM DESCRIPTION QUANTITY UNIT UNIT COST EXTENSION
1 Mobilization( Layout Services, Video File, Notifications, Meetings, General Administration Services) 1 LS
2 Manufactured Silt-Sack for Catchbasin Sedimentation Control 4 EA
3 Remove & Dispose of   6" thru 12" Tree (inclusive of the stump) 8 EA
4 Remove & Dispose of 12" thru 24" Tree (inclusive of the stump) 1 EA
5 Remove & Dispose of 24" thru 40" Tree (inclusive of the stump) 1 EA
6 Remove & Dispose of 30" Residual Tree Butt (inclusive of the stump) 1 EA
7 Remove & Dispose of a Pre-existing Stump 1 EA
8 Disassemble and Subsequently Reset Portions of the Existing Chain Link Fence 50 LF
9 Remove & Dispose of an Existing 6' Chain Link Fence (with the Salvage of Barb Wire Stanchions) 225 LF

10 F&I A New 6' Chain Link Fence (Complete-in-place & Reset Barb Wire Stanchions) 225 LF
11 Exploratory Excavation 15 CY
12 General Excavation and Disposal of Material(s) 75 CY
13 Extra Depth Excavation and Disposal of Unsuitable Material 100 CY
14 On-Site Relocation of Existing Boulders over 1/2 Cubic Yard 10 CY
15 Off-Site Disposal of Existing Boulders over 1/2 Cubic Yard 5 CY
16 F&P Woven Polypropylene Geotextile Fabric  (Fitted to the Trench with 2' Overlap at ends) 700 SY
17 F&P 3/4" Fractured Crushed Stone (Primarily for Pipe Bedding) 150 TON
18 F&P Gravel furnished from outside the site( For General Use) (See Plan Note @ Typical Pipe Installation) 500 TON
19 F&P Dense Graded Crushed Stone 5 TON
20 F&P Nominal 2"x12"x8' Pressure Treated Lumber (As Directed to Trestle the 16" Pipe) 80 EA
21 F-T-L 16" Diameter Class 50 Ductile Iron Drain Pipe 475 LF
22 Standard 4' Inside Diameter Drain Manhole (Exclusive of the Cover & Frame) 13 VF
23 Trough Box' Structure (to transition pipe at angle points in shallow cut areas) (Exclusive of Cover & Frame) 5 EA
24 Coring the Reinforced Concrete Culvert Wall on Rowe St. (20"Diameter) (If Field Conditions Necessitate) 8 INCH
25 Plug the existing Opening in the Culvert Wall on Rowe St. (Includes 'water-damming' to perform the work) 1 L.S.
26 F&I A Drain Manhole Cover & Frame 6 SET
27 F&I A Single Catchbasin Grate & Frame 1 SET
28 Adjust a pre-existing Utility Casting (Excluding Gate Boxes) 2 EA
29 2"  Bituminous Concrete for Temporary Patch 10 TON
30 4" Type I-1 Bituminous Concrete for Permanent (Patch) Trench Resurfacing (Placed in two-Courses) 10 TON
31 3" Type I-1 Bituminous Concrete for the Reconstruction of Walks & Driveways (Public & Private Property) 20 TON
32 4,000 PSI Cement Concrete with Lampblack (@2 pounds/CY) for Sidewalk and/or Driveway Panel Repair 10 CY
33 6" Depth Loam Border and Lawn Restoration 250 SY
34 Materials Testing Allowance 1 ALL $500 $500
35 Miscellaneous Work Allowance (Engineers Discretion) 1 ALL $2,000 $2,000
36 Payment for Police Officer Services (Directly paid thru Inter-Departmental Billing) 1 ALL $4,000 $4,000
37 Warning and/or Safety Devices for the Control of Construction Operations 1 LS
38 Furnish & Mount Safety & Specialty Signboards (Inclusive of the Post System) 30 SF
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